
A mounting kit
Model 6798 is
available for
lightweight walls.

TopPilon-VI 06760 06761 06762 06763 06764 06765

Surface 1,6 39⅜·39⅜ 39⅜·47¼ 39⅜·59⅛ 47¼·47¼ 59⅛·47¼ 59⅛·59⅛

Wing 2,3,4,5 39⅜·39⅜ 39⅜·47¼ 39⅜·59⅛ 39⅜·47¼ 39⅜·59⅛

Column h 82¾ (98½-157⅛)

Wall spacing 2
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TopPilon-VI
Double-column folding-board with 6 writing surfaces.
Two column pairs of combined, extruded, naturally anodized aluminium section. Steel counterbalance weights
run silently and without maintenance in columns. Boards slide vertically in front of the columns. See table for
maximum column height.
Arrangement. Wall mounting. A special installation kit for lightweight partition walls is necessary.
Board surfaces. Vitreous-enamelled steel, enclosed without screws in rounded aluminium section with safety
corners. Optional chalk rail and sponge holder on the main surfaces (F1, F6) and dirt collecting groove on the
wings (F2, F3, F4, F5), all of natural anodized aluminium with safety end caps.
Accessories. A projection surface can be installed in the middle. A mounting kit Model 6798 is available for
lightweight walls.
The following material groups are available to choose from: Pylon made of aluminium: M(anodisé); Writing
surface made of steel: E2.
Further products on this page: PantoMove-LuPo, Quattro-Teach.


