PRODUCT INFORMATION

FlipTable-TR
Standing and sitting table with T-foot and round tube column
and folding top.

Construction of a centrally placed black tubular steel traverse with an articulated console. Folding release can be
triggered with a two-hand safety operation under the table top. With a fitting to secure the top in horizontal and
vertical position and optionally with a table connector.

Table height in 1 fixed sitting, 1 standing and 4 other heights.

Table top made of melamine resin, laminate or veneer coated chipboard or HPL solid core board. Chipboard with
plastic or solid wood edges. The corners are angular or optionally rounded.

Frame consisting of a powder-coated round tube column and a powder-coated or chrome-plated runner with
lockable castors.

Function. Optionally with central E-box or built-in socket. When the top is folded up, any number of tables can be
pushed together to optimise space.

The following material groups are available: Frame made of steel: M1; Top made of chipboard: L6; Top made of
chipboard, HPL: L4; Top veneered: F1; Chipboard with laminate: L2,(white writable).

FlipTable-TR d = 27% inch 22125 22126 22127 22128 22129
d=31%inch 22130 22131 22132 22133 22134
d =35 inch 22135 22136 22137 22138 22139
Fixed heights inch h Sitting 2514, 28, 291/, 30
h Standing 34508, 413/
w inch 5578 63 7078 7834 86%s




