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LiBro-Wood
Shelf system. Build-in parts.

The build-in parts are positioned in the rows of holes in the beechwood frames. The following parts can be
retrofitted if required.

Shelves of chipboard, each with glued-on (BU) beech edge at the front and a beech profile at the back. The
underside of the shelves are fitted with a groove for hanging book ends. Depending on the version, there are a
choice of book, top, reading, corner, magazine and illuminated shelves.

The illuminated element is fitted with a 20 watt fluorescent tube.

The small parts such as terminating hoop are inserted into the rows of holes in the sides, the hanging book ends
are positioned in the grooves underneath the shelves. Both parts are made from dark-grey (RAL 7021) round steel
rod. The self-adhesive labelling strip is positioned on the front edge of the bookshelf.

The following material groups are available: Frame made of wood: H(natural); Bases made of chipboard: L(grey
white).

LiBro-Wood 78-027-99 88-111-99| 91-310-99| 91-312-99, 91-311-99| 91-315-99| 91-316-99 91-317-99| 91-320-99

w-d 323/4-10"/a 15%4-15%4 3234-15% 323410 15%4-15%4 323/4-207/g 3234182
w-h 323/41s
Terminating Hanging Labelling Adjustable shelf Magazine Top shelf Reading shelf

hoop book end strip shelf




